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SPECIF ICATIONS
PROCESSOR

SYSTEM MEMORY

STORAGE DEVICE

DISPLAY
SIZE /  RESOLUTION

BRIGHTNESS

TOUCH SCREEN PANEL

I /O INTERFACE
USB PORT

SERIAL PORT

VIDEO PORT

ETHERNET PORT

FUNCTION KEYS

OPERATING SYSTEM
WINDOWS

ENVIRONMENT & MECHANICAL SPECIFICATIONS
DIMENSIONS & WEIGHT

CHASSIS MATERIAL

VESA PATTERN

IP RATING

SHOCK & VIBRATION

TEMPERATURE

HUMIDITY

POWER CONSUMPTION

MODEL OPTIONS
INTEGRATED CARD READER

ANTENNA

CANBUS PORT

WIRELESS LAN

iV12
In te l  E3845 Quad Core  1 .91  GHz

4 GB DDR3L-1333 RAM (up to 8 GB)

2 .5 ”  indus t r ia l  g rade  SSD

  
12.1”  TFT LCD (LED back l igh t )  /  1024 x  768  p ixe ls

Auto  b r igh tness  250 to  700  cd /m 2 (op t iona l  1000 cd /m 2)

Ant i -g la re  p ro jec ted  capac i t i ve  touch  (op t iona l  sun l igh t  f i l te r )

  
1 x  USB 2 .0 ,  1  x  USB 3 .0  

1  x  DB9 (RS232 /  RS422 /  RS485 se lec t  by  B IOS) ,  op t iona l  COM2 (RS232)

1  x  D isp lay  por t

2  x  RJ45 10 /100/1000 Mbps

Up to  6  keys

  
POSReady 7  /  7  Pro  /  10  Io t  /  10  Pro

  
320 (W)  x  312  (H)  x  60  (D)  mm    |     5 kg

SUS 304 s ta in less  s tee l

75  x  75  mm

IP66 who le  un i t

C lass  5M3 (5  hours  o f  no ise  type  v ib ra t ions ,  3 .6  g  rms and 30  g  peak  va lue )

Opera t ing :  -20°C to  55°C  |   S to rage:  -20°C to  60°C

20% to  80% (non-condens ing)

24  VDC (10  to  36  VDC,  i so la t ion  vo l tage  1500 VDC,  inpu t  po la r i t y  p ro tec t ion )

RFID (13 .56  MHz)

In te rna l  o r  Ex te rna l

1  x  i so la ted  CANbus 2 .0B

802.11  b /g /n /ac  (2x2  MIMO) ,  B lue too th  4 .1

ALL PRODUCT SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
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